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TN THE CLAIMS 
Amended claims follow: 

1 . (Currently Amended) An apparatus for processing data packets, comprising: 
a first data processing unit adapted to filter incoming packets; 

an addressable memory unit in which a plurality of instruction sets for packet 

processing are stored; 

a second data processing unit adapted to process incoming packets according to 
one of said plurality of instruction sets after the filt ering, based on a thread assigned to 
the incoming packets bv the first data processing unit ; and 

a data bus connecting the addressable memory unit and the first and second data 
processing units. 

2. (Original) The apparatus of claim U further comprising a policy condition table 
connected to said first data processing unit, said policy condition table having a pluraUty 
of rules stored therein. 

3. (Original) The apparatus of claim 1, further comprising a policy action table 
connected to said data bus and said addressable memory unit, wherein said policy action 
table stores at least one data processing policy. 

4. (Original) The apparatus of claim 3, wherein at least one of said policies 
comprises: 

a first address pointer element for identifying the location in said addressable 
memory unit of one of said plurality of instruction sets, and 

a second address pointer element for identifying the location in said addressable 
memory unit of a state block. 

-2- 



PACE 5/14 • RCVD AT 4/22tt004 3:54:52 PM [Eastern Daylight Time] • SVR:USPtO-EFXRF-1/1 * DNIS:87M306 • CSID:408 fl71 4660 • DURATION (mm-ss):04-34 



Hpr 22 04 12:03p 



SVIPG 



408 971 4GG0 



p. 6 



5. (Original) TTie apparatus of claim 3, wherein said first data processing unit 
assigns a thread to each said incoming packet, wherein said thread corresponds to one of 
said policies stored in said policy action table. 

6. (Original) The apparatus of claim 3, wherein said first data processing unit 
comprises logic for matching a first incoming packet to a stored first rule and for 
generating a first thread if the first incoming packet matches said first rule, said first 
thread identifying the location of one of said at least one data processing policies in said 
policy action table. 

7. (Original) The apparatus of claim 6, wherein said second data processing unit is 
adapted to process the first incoming packet according to said data processing policy 
corresponding to said first thread. 

8. (Original) The appciratus of claim 6, wherein said data processing policy 
comprises a first address pointer to a starting address of a first set of instructions and a 
second address pointer to a starting address of a state block stored in said addressable 
memory unit, said state block used by said first set of instmctions for processing the first 
incoming packet. 

9. (Original) The apparatus of claim 6, wherein said thread is assigned to said first 
incoming packet based on said first rule. 

1 0. (Original) The apparatus of claim 6, wherein said first processing unit further 
comprises logic for matching a second incoming packet to a stored second rule and for 
generating a second thread if the second incoming packet matches the second rule, said 
second thread identifying the location of one of said at least one data processing policy in 
said policy action table. 



-3- 



PACe m* ' RCVO at imnOM 3:M:52 PM [Eastern DayligM Time] • SVRlUSPTO-EFXRF-lfl ■ DNIS:872930e * CSID:408 971 4660 * DURATION (mnv«S):04-34 



Hpr 22 04 12:03p 



SVIPG 



408 971 46B0 



P-7 



1 1 . (Original) The apparatus of claim 1 0, wherein said second data processing unit is 
adapted to process the second incoming packet according to said data processing policy 
corresponding to said second thread. 

12. (Original) The apparatus of claim 10, wherein said second thread is assigned to 
said second incoming packet based on said second rule. 

13. (Currently Amended) The apparatus of claim 4-3, wherein said first processing 
imit further comprises logic for matching a plurality of incoming packets to a stored 
corresponding pltirality of rules and for generating a thread for each packet that matches 
one of said plurality of rules, each said thread identifying the location of one of said at 
least one data processing policy in said policy action table. 

14. (Original) The apparatus of claim 13, wherein the second data processing unit is 
adapted to process each packet according to said data processing policy corresponding to 
said thread associated with said packet. 

15. (Origmal) The apparatus of claim 13, further comprising a memory unit 
connected to said first data processing unit and to said second data processing unit, said 
memory unit adapted to temporarily store packets before processing by said second data 
processing unit. 

16. (Original) The apparatus of claim 1, wherein said second data processing unit 
comprises a plurality of general purpose processors for executing instructions in parallel. 

17. (Original) The apparatus of claim 16, wherein at least one said general purpose 
processor comprises a complex instruction set computer processor. 

18. (Original) The apparatus of claim 16, wherein at least one said general purpose 
processor comprises a reduced instruction set computer processor. 
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1 9. (Currently Amended) A raetliod for processing data packets, comprising: 
receiving a first incoming packet; 

determining whether to admit the first incoming packet using filtering : 
assigning a first thread to the first incoming packet if said first incoming packet is 
admitted after the filtering, wherein said first thread points to a stored policy; and 
processing the first incoming packet according to said stored policy. 

20. (Original) The method of claim 1 9, wherein said stored policy comprises a first 
address pointer pointing to the location of a first set of instructions, and wherein said 
processing step utilizes said first set of instructions to process said first incoming packet. 

21. (Original) The method of claim 20, wherein said stored policy fiirther comprises a 
second address pointer pointing to the location of a state block, and wherein said 
processing step utilizes said state block to process the first incoming packet. 

22. (Original) The method of claim 19, further comprising the step of storing at least 
one policy in a policy action table. 

23. (Original) The method of claim 22, fiirther comprising the step of updating said 
policy action table. 

24. (Original) The method of claim 19, wherein said determining step further 
comprises searching a policy condition table for a rule corresponding to the contents of 
the first incoming packet. 

25. (Original) The method of claim 19, fiirther comprising the step of placing the first 
incoming packet in a processing queue after said assigning step and before said 
processing step. 
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26. - 29. (Cancelled) 



30. (New) An apparatus for processing data packets, comprising: 

a first data processing unit adapted to filter incoming packets; 

an addressable memory unit in which a plurality of instruction sets for 
packet processing are stored; 

a second data processing xmit adapted to process incoming packets 
according to one of said plurality of instruction sets after the filtering, based on a 
thread assigned to the incoming packets by the first data processing unit; and 

a data bus connecting the addressable memory unit and the first and 
second data processing units; 

wherein a policy condition table is connected to said first data processing 
unit, said policy condition table having a plurality of rules stored therein; 

wherein a policy action table is connected to said data bus and said 
addressable memory unit, wlierein said policy action table stores at least one 
data processing policy; 

wherein said first data processing unit comprises logic for matching a 
first incoming packet to a stored first rule and for generating a first thread if the 
first incoming packet matches said first rule, said first thread identifying the 
location of one of said at least one data processing policies in said policy action 
table; 

wherein said second data processing unit is adapted to process the first 
incoming packet according to said data processing policy corresponding to said 
first thread; 

wherein said data processing policy comprises a first address pointer to a 
starting address of a first set of instructions and a second address pointer to a 
starting address of a state block stored in said addressable memory unit, said 
state block used by said first set of instructions for processing the first incoming 
packet; 
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wherein said first processing unit further comprises logic for matching a 
second incoming packet to a stored second rule and for generating a second 
thread if the second incoming packet matches the second rule, said second 
thread identifying the location of one of said at least one data processing policy 
in said policy action table; 

wherein said second data processing unit is adapted to process the 
second incoming packet according to said data processing policy corresponding 
to said second thread; 

wherein a memory unit is connected to said first data processing unit and 
to said second data processing unit, said memory unit adapted to temporarily 
store packets before processing by said second data processing unit; 

wherein said second data processing unit comprises a plurality of genera! 
purpose processors for executing instructions in parallel; 

wherein the apparatus includes a control logic unit coupled to an input 
and the policy condition table for feeding an arithmetic logic unit, which is in 
turn coupled to the policy action table and the state block for generating an 
output. 
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